TORBA FILTRE BAG FILTERS

UYGULAMALAR

+ Havandirma ve klima tesislerinde aerosol ve ince
taneciklerin ayrilmasinda,

+ Havada aslli partukuller icin son filtreleme

- Hastaneler, laboratuvarlar, temiz odalar, veri
isleme merkezlerinde atmaosfer kontrolunde

APPLICATIONS

- Separation of fine particles and aerosol in
ventilation and air conditioning piants,

- Final filtration of suspended particles

- Atrmosphere control in hospitals, laboratories, clean
rooims, processing data centres.
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FIiLTRE SINIFI

URUN KODU

PRODUCT CODE FILTER CLASS
(mm) | (mm) | (
BFMS5.287X592X535 4P F5 287 592
BFMS5.490X532X535.6P F5 490 592
BFMS5.592X592X535.8P F5 592 592
BFMS5.287X592X635.4P F5 287 592
BFMS5.490X532X635.6P F5 490 592
BFMS5.592X592X635.8P F5 592 592
BFF7287X592X535 4P F7 287 592
BFF7490X592X535.6P F7 490 592
BFF75392X532X535.8P F7 592 592
BFF7287X592X6354P F7 287 592
BFF7490X592X635.6P F7 490 592
BFF7592X532X635.8P F7 592 552
BFF9.287X592X535 4P F9 287 552
BFF9.480X592X535.6P F9 490 592
BFF9.582X532X535.8P F9 592 592
BFF9.287X592X635.4P F9 287 552
BFF9.480X592X635.6P F9 490 592
BFF9.592X592X635.8P F9 592 592

BOYUTLAR
DIMENSIONS

EN 779 standartlarina gore M5-M6-F7-F8-FS  verimliliginde
sentetik elyaf malzemeden imal edilmektedir.Galvaniz veva plastik
cerceveden imal edilmektedir.

M5-M6-F7-F8-F9 efficiency synthetic fiber media is used in
accordance with EN 779. Manifactured by galvanized steel or plastic
frame.

TEKNIiK OZELLIKLER SPECIFICATIONS

Filtre Matervali Sentetik Elyaf
Filter Material Syntethic Fibre

Cerceve Matervali Galvaniz Sac/ Plastik
Frame Material Galvanised Steel / Plastic

Max. Calisma Kos.
Max. Work. Cond.

Siniflandirma (EN 779)

70°C/ %90 rH

Classification (EN779) M>5-F3
Son Basing Dusumu
Final Pressure Drop Al B

HAVA DEBISi
NOM. AIR FLOW

BASINC DUSUMU

CEP SAYISI INITIAL PRESS.

0 OGS (m3/h) DROP (Pa) + %10

mm)

535

535

535

635

635

635

535 4 1700 125
535 6 2800 125
535 8 3400 125
635 4 1700 100
635 6 2800 100
635 8 3400 100
535 4 1700 165
535 6 2800 165
535 8 3400 165
635 4 1700 150
635 6 2800 150
635 8 3400 150




